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ID-101 GLUE APPLE?ATOR

l. NAME: GLUE APPLICATOR

2. MODEL:ID-101

3. SPECIFICATIONS::

1) POWER:220V 50HZ

2) MOTOR:0.25KW 1400RPM

3) GLUEING SPEED:15m/min

4) SPECS:400MM /300MM (two options)

5) OVERALL DIMENSIONS:90*36*37

4. FUNCTIONS AND.FEATURES:

This machine is adapted to apply opal glue. Composed of GLUE APPLYING
SYSTEM and TRANSMISSION SYSTEM, it has long usage life and high
orecision, which attribute to the transmission system that supported by rolling
bearings.

The lower part of main roller dips in the glue of the glue plate and the gap
between brush roller and main roller can be adjusted freely to get perfect glue
sizing and sub thickness. The upper roller is flexible to help work piece with
different thickness pass the roller.

With reasonable structure, the machine works at low noise and is convenient to

maintain.



5. UNPACK ORDER:
1). Open the wooden case and take out service manual and six rubber screws.

2). Loosen four M8 nuts to remove the gluing machine.

6. INSTALL ORDER

1. Tighten the six bottom screws and adjust the height then start test

running.

7. HOW TO USE(REFER TO PITURES):
Raise upper roller (6) before machine start to make the gap H between main
roller 10 over Imm to avoid glue staining on the upper roller before operation.
Make sure that guide (8) is fitting close to main roller. If not, detach it lightly.
Always remember to put one plastic piece on the main roller as it is made of
rubber. Pour into glue till main roller is immerged. Turn on the power and press
ON to start operation. Turn the two adjusting nuts (2) when the machine starts
work to locate the brush roller properly.
The appropriate position is to make the glue spreading on the main roller like
stripes. Then tighten the nuts (3) and regulate the two adjusting nuts (9) to press

the upper roller(6) to the work piece that need glueing till it can pass

automatically.

8. MAINTENANCE

1) Clean the rollers and workbench after operation finished and pour the
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remaining glue of the upper glue plate into the barrel. Keep the machine
cleaning will prolong the usage life of the machine. Please do cleaning
according to THE GUIDE OF GLUE CLEANING PROCEDURES.

2) Always remember to lubricate the machine with 32$ machine oil on every
shift

3) Do check if the guide fit closely to the main roller regularly to avoid machine
damage.

9. CAUTIONS

Regulating the adjusting nuts(2) simultaneously to adjust Athe front and rear

oosition of the brush roller is obligatory , othe;rwi:se the uneven pressure on the

two sides will lead to the merging of main roller and brush roller easily, by

which surface failure of the two parts may be caused. Thus the guide (8) cutting

through the rubber roller can be avoided.
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(1) GLUE PAN ‘ (2) ADJUSTING NUT (3) LOCK NUT (1)

(H)BRUSH ROLLER (5) LOCK NUT (2) (6) UPPER ROLLER

(7) MAIN ROLLER (8) GUIDE (9) ADJUSTING NUT



ID-101 GLUING MACHINE

PACKING LIST
NO.  PART NAME UNITAGE QTY SPECS RMKS
1  GLUEING MACHINE SET 1 FIXED ON THE
BOTTOM BASE
2 TRIANGLE BELT PCE 1 0400 STANDBY
3 RUBBER SCREWS PCS 6
4 SCREWDRIVER PC ]
5 INNER HEXAGON SPANNER PC 1 5
TECHNICAL DOCUMENTS
USER'S GUIDE 1
PACKING LIST A A
QC-PASSED CERTIFICATE 1
DT
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QC-PASSED CERIFICATE

ID-101 GLUING MACHINE

- THIS MACHINE IS QC-PASSED

TO LEAVE FACTORY.

INSPECTOR:

DT:






